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One of our core products are brass inserts 
for the plastic moulding industry.

Intafasts extensive range include more 
than 20 standard variations. We can also 
have parts manufactured to your 
specific requirements.

Our product knowledge and engineering 
experience means we are well placed 
to provide a solution to any brass 
insert requirement.

Call our sales office or visit our website 
for more information.

Intafast limited have 
been established since 
1988 and have become 
a major independent 
fastener distributor.
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The IA & IB range are designed for rapid 
insertion into all thermoplastics. 

The opposing helix knurl provides exceptional 
resistance to torque and tensile loads.

These can be installed with heat or ultrasonic.

THREAD 
SIZES

L H�� D R S
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm mm mm

M2 4.0 0.53 4.8 3.6 3.1 3.2 1.3

M2.5 5.74 0.61 5.5 4.6 3.9 4.0 1.6

M3 5.74 0.61 5.5 4.6 3.9 4.0 1.6

M3.5 7.1 0.76 6.4 5.4 4.7 4.8 1.8

M4 8.1 0.91 7.1 6.3 5.5 5.6 2.1

M5 9.52 1.09 7.9 7.1 6.3 6.4 2.6

M6 12.7 1.35 9.5 8.7 7.9 8.0 3.3

M8 12.7 1.35 11.1 10.2 9.5 9.6 4.5

M10 12.7 1.60 14.0 12.6 11.8 11.9 6.0
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IB The IA & IB range are designed for rapid 
insertion into all thermoplastics. 

The opposing helix knurl provides exceptional 
resistance to torque and tensile loads.

These can be installed with heat or ultrasonic.
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The IC range are a self-aligning, 
double ended insert making these 
ideal for automatic assembly.

Opposing knurls and veins give these 
a superior pull out and torque resistance.

These can be installed with heat or ultrasonics. 
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THREAD 
SIZES

L R S
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm

M2 (Short) �� 3.2 3.6 3.1 3.2 1.3

M2 4.0 3.5 3.1 3.2 1.3

M2.5 5.7 4.4 3.9 4.0 1.6

M3 5.7 4.4 3.9 4.0 1.6

M3.5 7.1 5.2 4.7 4.8 1.8

M4 8.1 6.1 5.5 5.6 2.1

M5 9.5 6.8 6.3 6.4 2.6

M6 12.7 8.5 7.9 8.0 3.3

M8 12.7 10 9.5 9.6 4.5

M10 12.7 12.3 11.8 11.9 6.0

IC
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The IE range of blind inserts are designed for overmoulding into thermopl astic 
and thermoset materials.

Opposing knurling and undercuts give excellent rotational and pull out perform ance.

Counter-bore prevents ingress of plastic when located onto a shouldered pin.

THREAD 
SIZES

L R U H

ISO Metric mm mm mm mm

M2 5.5 3.4 3.6 1.0

M2.5 6.4 4.3 4.0 1.2

M3 7.3 4.7 4.6 1.3

M3.5 9.2 5.5 6.0 1.6

M4 10.2 6.3 6.7 1.8

M5 11.2 7.3 7.4 2.0

M6 14.4 9.8 8.1 2.0

M8 16.5 11.4 11.1 2.3

M10 17.9 13.8 11.9 2.4
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IHThe IH & II range of inserts are designed for notch sensitive, brittle materi als. 

The rounded knurl pattern reduces stress when inserted using heat.

These are double ended to aid automatic feeding and assembly.

THREAD 
SIZES

L H D R S
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm mm mm

M2 3.9 0.51 4.8 3.5 3.1 3.2 1.4

M2.5 5.8 0.58 5.5 4.4 3.9 4.0 1.8

M3 5.8 0.58 5.5 4.4 3.9 4.0 1.8

M3.5 7.1 0.74 6.4 5.2 4.7 4.8 2.1

M4 8.1 0.89 7.1 6.1 5.5 5.6 2.4

M5 9.5 1.07 7.9 6.9 6.3 6.4 2.8

M6 12.7 1.32 9.5 8.5 7.9 8.0 3.6

M8 12.7 1.32 11.1 10.0 9.5 9.6 5
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The IH & II range of inserts are designed for notch sensitive, brittle materi als. 

The rounded knurl pattern reduces stress when inserted using heat.

These are double ended to aid automatic feeding and assembly.
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THREAD 
SIZES

L H D R S
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm mm mm

M2 3.9 0.51 4.8 3.5 3.1 3.2 1.4

M2.5 5.8 0.58 5.5 4.4 3.9 4.0 1.8

M3 5.8 0.58 5.5 4.4 3.9 4.0 1.8

M3.5 7.1 0.74 6.4 5.2 4.7 4.8 2.1

M4 8.1 0.89 7.1 6.1 5.5 5.6 2.4

M5 9.5 1.07 7.9 6.9 6.3 6.4 2.8

M6 12.7 1.32 9.5 8.5 7.9 8.0 3.6

M8 12.7 1.32 11.1 10.0 9.5 9.6 5
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IJIJ

The IJ & IK range are designed for 
cold pressing into most thermoplastic 
materials.

They are self-aligning with a combination of 
sharp fins and straight knurls which result in 
a high torque and pull out performance.

THREAD 
SIZES

L H�� D�� R S No of
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm Fins mm mm

M2 4.0 0.45 4.8 3.7 3.1 2 3.2 1.6

M2.5 4.8 0.58 5.5 4.5 3.9 3 4.0 2

M3 4.8 0.58 5.5 4.5 3.9 3 4.0 2

M3.5 6.4 0.74 6.4 5.3 4.7 4 4.8 2.4

M4 7.9 0.89 7.1 6.1 5.5 5 5.6 2.8

M5 9.5 1.07 7.9 7.0 6.3 5 6.4 3.2

M6 12.7 1.32 9.5 8.6 7.9 7 8.0 4.0

M8 12.7 1.32 11.0 10.2 9.5 7 9.6 4.8

�6�5

�/

W: intafast.com  E: sales@intafast.com  T: 01323 502 374

�/

�
�+�H�D�G�H�G�#�S�B�T�T�������U�P���#�4���&�/���������������$�8�������/�������3�P�)�4���$�0�.�1�-�*�"�/�5



The IJ & IK range are designed for cold pressing into
most thermoplastic materials.

They are self-aligning with a combination of sharp fins and straight
knurls which result in a high torque and pull out performance.
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THREAD 
SIZES

L H D R�� S No of
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm Fins mm mm

M2 4.0 0.45 4.8 3.7 3.1 2 3.2 1.6

M2.5 4.8 0.58 5.5 4.5 3.9 3 4.0 2

M3 4.8 0.58 5.5 4.5 3.9 3 4.0 2

M3.5 6.4 0.74 6.4 5.3 4.7 4 4.8 2.4

M4 7.9 0.89 7.1 6.1 5.5 5 5.6 2.8

M5 9.5 1.07 7.9 7.0 6.3 5 6.4 3.2

M6 12.7 1.32 9.5 8.6 7.9 7 8.0 4.0

M8 12.7 1.32 11.0 10.2 9.5 7 9.6 4.8
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The IL & IM range are designed to cold press (broach) into thermoset 
and other hard, brittle materials.

The sharp knurl pattern cuts into this material reducing radial stress allowing  
for thinner boss walls.

THREAD 
SIZES

L H�� D�� R S
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm mm mm

M2 4.1 0.51 4.8 3.3 3.0 3.1 1.6

M2.5 5.3 0.58 5.5 4.2 3.7 3.8 2.0

M3 5.3 0.58 5.5 4.2 3.7 3.8 2.0

M3.5 6.3 0.74 6.4 5.0 4.5 4.6 2.5

M4 7.4 0.89 7.1 5.8 5.3 5.4 2.5

M5 8.3 1.07 7.9 6.6 6.1 6.2 2.5

M6 9.2 1.32 9.5 8.2 7.7 7.8 2.8

M8 9.2 1.32 11.1 9.7 9.3 9.3 3.8

M10 9.2 1.57 14.0 12.7 12.2 12.3 5.0
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The IL & IM range are designed to cold press (broach)
into thermoset and other hard, brittle materials.

The sharp knurl pattern cuts into this material reducing radial stress
allowing for thinner boss walls.

�6

�/�+

�'

IM

THREAD 
SIZES

L H D R�� S
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm mm mm

M2 4.1 0.51 4.8 3.3 3.0 3.1 1.6

M2.5 5.3 0.58 5.5 4.2 3.7 3.8 2.0

M3 5.3 0.58 5.5 4.2 3.7 3.8 2.0

M3.5 6.3 0.74 6.4 5.0 4.5 4.6 2.5

M4 7.4 0.89 7.1 5.8 5.3 5.4 2.5

M5 8.3 1.07 7.9 6.6 6.1 6.2 2.5

M6 9.2 1.32 9.5 8.2 7.7 7.8 2.8

M8 9.2 1.32 11.1 9.7 9.3 9.3 3.8

M10 9.2 1.57 14.0 12.7 12.2 12.3 5.0
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The IN range is an expansion insert designed 
for easy application.

The knurled body provides high torque and pull out 
performance once the screw has been inserted 
allowing the insert to dig into the moulded hole.

This is to ensure maximum expansion.

THREAD 
SIZES

L R
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm

M2 4.0 3.7 3.2 1.6

M2.5 5.8 4.5 4.0 2.0

M3 5.8 4.5 4.0 2.0

M3.5 7.1 5.3 4.8 2.4

M4 8.2 6.2 5.6 2.8

M5 9.5 6.9 6.4 3.2

M6 12.7 8.5 8.0 4.0

M8 12.7 10.1 9.6 4.8
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The IO, IP & IQ cold press expansion is suitable for most thermoplastics 
and thermoset plastics.

The insert collapses as it pushes into the receiving hole. As it is inserted it will expand and 
bite into the material giving excellent torque and pull out loads.

The reverse headed style (IQ) provides a high jack-out resistance.

THREAD 
SIZES

L H�� D R
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm mm

M2 3.9 0.43 4.8 3.2 3.2 2.4

M2.5 4.7 0.51 5.5 4.0 4.0 3.2

M3 4.7 0.51 5.5 4.0 4.0 3.2

M3.5 6.3 0.66 6.4 4.7 4.8 3.6

M4 7.9 0.82 7.1 5.5 5.6 4.0

M5 9.4 0.99 7.9 6.3 6.4 4.8

M6 12.6 1.25 9.5 7.9 8.0 6.0

M8 12.6 1.25 11.1 9.5 9.6 7.0
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The IO, IP & IQ cold press expansion is 
suitable for most thermoplastics and 
thermoset plastics.

The insert collapses as it pushes into the receiving 
hole. As it is inserted it will expand and bite into the 
material giving excellent torque and pull out loads.

The reverse headed style (IQ) provides 
a high jack-out resistance.
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IP

THREAD 
SIZES

L H D R��
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm mm

M2 3.9 0.43 4.8 3.2 3.2 2.4

M2.5 4.7 0.51 5.5 4.0 4.0 3.2

M3 4.7 0.51 5.5 4.0 4.0 3.2

M3.5 6.3 0.66 6.4 4.7 4.8 3.6

M4 7.9 0.82 7.1 5.5 5.6 4.0

M5 9.4 0.99 7.9 6.3 6.4 4.8

M6 12.6 1.25 9.5 7.9 8.0 6.0

M8 12.6 1.25 11.1 9.5 9.6 7.0
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The IO, IP & IQ cold press expansion is suitable for most thermoplastics and 
thermoset plastics.

The insert collapses as it pushes into the receiving hole. As it is inserted it will expand and 
bite into the material giving excellent torque and pull out loads.

The reverse headed style (IQ) provides a high jack-out resistance.
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THREAD 
SIZES

L H D R
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm mm

M2 3.9 0.43 4.8 3.2 3.2 2.4

M2.5 4.7 0.51 5.5 4.0 4.0 3.2

M3 4.7 0.51 5.5 4.0 4.0 3.2

M3.5 6.3 0.66 6.4 4.7 4.8 3.6

M4 7.9 0.82 7.1 5.5 5.6 4.0

M5 9.4 0.99 7.9 6.3 6.4 4.8

M6 12.6 1.25 9.5 7.9 8.0 6.0

M8 12.6 1.25 11.1 9.5 9.6 7.0
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The IR & IS range are a self-tapping insert 
for unavoidable jack out loading. 

They can be used in a wide range of thermoplastic 
and thermosetting materials.

The slotted end helps to break away swarf during 
the tapping process making them suitable for 
materials with a low core strength.
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THREAD 
SIZES

L H�� D�� R
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm mm

M2.5 6.0 0.58 6.0 4.5 4.0-4.1 4.1-4.3

M3 6.0 0.58 6.5 5.0 4.5-4.6 4.6-4.8

M3.5 8.0 0.73 7.5 6.0 5.3-5.4 5.5-5.7

M4 8.0 0.89 8.0 6.5 5.8-5.9 6.0-6.2

M5 10.0 1.06 9.5 8.0 7.1-7.2 7.3-7.6

M6 14.0 1.32 12.0 10.0 8.6-8.8 9.0-9.4

M8 15.0 1.32 14.0 12.0 10.6-10.8 11.0-11.4

M10 18.0 1.57 16.0 14.0 12.6-12.8 13.0-13.4

M12 22.0 1.57 18.0 16.0 14.6-14.8 15.0-15.4

IR
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The IR & IS range are a self-tapping insert for unavoidable jack out loading. 

They can be used in a wide range of thermoplastic and thermosetting materials.

The slotted end helps to break away swarf during the tapping process making them suitab le 
for materials with a low core strength.
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THREAD 
SIZES

L H D R
Rec.Hole  
-0.00  +0.10

Min wall 
Thickness

ISO Metric mm mm mm mm mm mm

M2.5 6.0 0.58 6.0 4.5 4.0-4.1 4.1-4.3

M3 6.0 0.58 6.5 5.0 4.5-4.6 4.6-4.8

M3.5 8.0 0.73 7.5 6.0 5.3-5.4 5.5-5.7

M4 8.0 0.89 8.0 6.5 5.8-5.9 6.0-6.2

M5 10.0 1.06 9.5 8.0 7.1-7.2 7.3-7.6

M6 14.0 1.32 12.0 10.0 8.6-8.8 9.0-9.4

M8 15.0 1.32 14.0 12.0 10.6-10.8 11.0-11.4

M10 18.0 1.57 16.0 14.0 12.6-12.8 13.0-13.4

M12 22.0 1.57 18.0 16.0 14.6-14.8 15.0-15.4
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The IT range are a double ended self 
tapping insert for cold installation into most 
types of plastic and composite materials.

The self tapping function is aided by cutting flutes. 
Headed versions are available.
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ISO Metric mm mm mm mm mm mm mm mm

M2 �������� �������� �������� �������� ������������������ ������ ������ Short

M2 ���������� �� ���������� �������� �������� ������������������ 5.�� 5.�� Standard

M2.5 �������� �������� �������� �������� ������������������ ������ ������ Short

M2.5 �������� �������� �������� �������� ������������������ ������ ������ Standard

M2.5 �������� �������� �������� �������� ������������������ ������ ������ Long

M3 �������� �������� �������� �������� ������������������ ������ ������ Short

M3 �������� �������� �������� �������� ������������������ ������ ������ Standard

M3 �������� �������� �������� �������� ������������������ ������ ������ Long

M3.5 �������� �������� �������� 5.0�� ������������������ ������ ������ Short

M3.5 �������� �������� �������� �������� ������������������ ������ ������ Standard

M3.5 �������� �������� �������� �������� ������������������ 8���� ������ Long

M4 �������� �������� �������� 5.���� ������������������ ������ �������� Short

M4 �������� �������� �������� �������� ������������������ ������ �������� Standard

M4 �������� �������� �������� �������� ������������������ ������ �������� Long

M5 �������� �������� �������� 6.���� ������������������ ������ �������� Short

M5 �������� �������� �������� �������� ������������������ ������ �������� Standard

M5 �������� �������� �������� ���������� ������������������ �������� �������� Long

M6 �������� �������� �������� �������� ������������������ ������ �������� Short

M6 �������� �������� �������� �������� ������������������ �������� 1������ Standard

M6 1������ �������� �������� ���������� ������������������ �������� 1������ Long

M8 �������� �������� ���������� ��������

����������������������

�������� 1������ Short

M8 1������ 1������ ���������� 1�������� 1������ 1������ Standard

M10 1������ 1������ ���������� 1��������

����������������������

�������� �������� Short

M10 1������ 1������ ���������� 1�������� �������� �������� Standard IT
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The IU range is a simple press in insert. 

It can be installed using heat or ultrasonics. The barbed design allows this to be used on a ll 
types of thermoplastics.

Headed versions also available.

THREAD 
SIZES

�% �- Hole Diam
Min wall 
Thickness

ISO Metric mm mm mm mm

M2 3.5 3.1 3.0-3.3 1.����

M2 3.5 4.2 3.0-3.4 1.����

M2.5 4.3 4.1 3.7-4.0 1.7��

M2.5 4.3 5.2 3.7-4.0 1.7��

M3 4.3 4.1 3.7-4.0 1.7��

M3 4.3 5.2 3.7-4.0 1.7��

M3.5 5.3 4.1 4.6-5.0 2.2��

M3.5 5.3 7.0 4.6-5.0 2.2��

M4 6.3 5.6 5.4-5.9 2.5��

M4 6.3 8.5 5.4-5.9 2.5��

M5 7.1 6.6 6.0-6.5 2.����

M5 7.1 10.1 6.0-6.5 2.����

M6 8.7 7.7 7.7-8.2 3.2��

M6 8.7 12.3 7.7-8.2 3.2��

M8 11.0 8.3 10.2-10.6 4.2��

M8 11.0 13.8 10.2-10.6 4.2��

�/

�'

IU
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The IV range inserts provide a permanent 
thread for inserting into chipboard, wood 
and composite materials.

Un-headed also available.

A
/F d1

L

D
2

THREAD 
SIZES

L Hole D �� D�� A���'

ISO Metric mm mm mm mm mm

M4 10 5.7/6.0 5.5 7.8 4.0

M5 7.0 7.7/8.0 7.1 11.5 5.0

M5 10.0 7.7/8.0 7.1 11.5 5

M5 13.0 7.7/8.0 6.6 11.5 5

M5 20.0 7.7/8.0 7.0 11.5 5.0

M6 10.0 8.7/9.0 8.0 12.5 6.0

M6 13.0 8.7/9.0 7.5 12.5 6.0

M6 16.0 8.7/9.0 7.5 12.5 6.0

M6 20.0 8.7/9.0 7.5 12.5 6.0

M6 25.0 8.7/9.0 8.0 12.5 6.0

M8 13.0 10.7/11.0 9.5 14.5 8.0

M8 20.0 10.7/11.0 9.5 14.5 8.0

M8 25.0 10.7/11.0 9.5 14.5 8.0

M10 13.0 12.2/12.25 11.5 16.0 10.0

M10 25.0 12.2/12.25 11.5 16.0 10.0

IV
W: intafast.com  E: sales@intafast.com  T: 01323 502 374

�#�S�B�T�T�������U�P���#�4���&�/���������������$�8�������/�������3�P�)�4���$�0�.�1�-�*�"�/�5



The BI range is a moulded in insert giving excellent torque and pull 
out resistance.

Suitable for all types of thermoplastics.

Available in stainless steel and steel zinc plated.

Variations of length across flats and number of undercuts can also be produced.

A/F L

C

BI

THREAD 
SIZES

Hex size 
A/F

Overall 
length - �-

Thread 
depth - C

ISO Metric mm mm mm

M3 5.0 8.5 6.0

M4 6.0 8.5 6.0

M5 8.0 10.0 7.0

M5 8.0 19.0 15.0

M6 10.0 19.0 15.0

M6 10.0 15.0 11.0

M8 12.0 19.0 15.0

M10 14.0 19.0 15.0

M12 14.0 19.0 15.0

M14 16.0 19.0 15.0

M16 18.0 19.0 15.0
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The BI range is a moulded in insert giving 
excellent torque and pull out resistance.

Suitable for all types of thermoplastics.

Available in stainless steel and steel zinc plated.

Variations of length across flats and number of 
undercuts can also be produced.

A/F
L

THREAD 
SIZES

Hex size 
A/F

Overall 
length - �-

ISO Metric mm mm

M3 5.0 8.5

M4 6.0 8.5

M5 8.0 10.0

M5 8.0 19.0

M6 10.0 19.0

M6 10.0 15.0

M8 12.0 19.0

M10 14.0 19.0

M12 14.0 19.0

M14 16.0 19.0

M16 18.0 19.0

BI
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Intafast Ltd

Unit 12 Brampton Business Park  |  Eastbourne  |  East Sussex  |  BN22 9AF

E: sales@intafast.com  |  T:  01323 502 374  | W: intafast.com

Our philosophy at Intafast is simple: 

To provide our customers with the very 

best in terms of fastening products, 

performance and price.
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